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32.65–5 Scantlings, material, and workman-
ship—TB/ALL. 

32.65–10 Subdivision of cargo space—TB/ 
ALL. 

32.65–15 Cofferdams—TB/ALL. 
32.65–20 Pumprooms—TB/ALL. 
32.65–25 Living quarters—TB/ALL. 
32.65–30 Tank vessels with independent 

tanks—TB/ALL. 
32.65–35 Tank vessels carrying Grade A liq-

uids—TB/ALL. 
32.65–40 Construction and testing of cargo 

tanks and bulkheads—TB/ALL. 

Subpart 32.70—Hull Requirements for Steel 
Hull Tank Vessels Constructed Prior to 
November 10, 1936 

32.70–1 Application—TB/ALL. 
32.70–5 Hull requirements; general—TB/ 

ALL. 
32.70–10 Cofferdams—TB/ALL. 
32.70–15 Pumprooms—TB/ALL. 
32.70–20 Pump-engine compartment—TB/ 

ALL. 
32.70–25 Cargo tanks—TB/ALL. 

Subpart 32.75—Hull Requirements for Wood 
Hull Tank Vessels Constructed Prior to 
November 10, 1936 

32.75–1 Application—TB/ALL. 
32.75–5 Hull requirements; general—TB/ 

ALL. 
32.75–10 Cargo tanks—TB/ALL. 
32.75–15 Electric bonding and grounding for 

tanks—TB/ALL. 
32.75–20 Hold spaces and bulkheads—TB/ 

ALL. 

Subpart 32.80—Tank Barges Constructed of 
Materials Other Than Steel or Iron 

32.80–1 General requirements—B/ALL. 

Subpart 32.85—Lamp and Paint Rooms 
and Similar Compartments on Tankships 

32.85–1 Fireproofing of lamp, oil and paint 
rooms—T/ALL. 

Subpart 32.90—Pilot Boarding Equipment 

32.90–1 Pilot boarding equipment. 

AUTHORITY: 46 U.S.C. 2103, 3306, 3703, 3719; 
E.O. 12234, 45 FR 58801, 3 CFR, 1980 Comp., p. 
277; 49 CFR 1.46; Subpart 32.59 also issued 
under the authority of Sec. 4109, Pub. L. 101– 
380, 104 Stat. 515. 

SOURCE: CGFR 65–50, 30 FR 16671, Dec. 30, 
1965, unless otherwise noted. 

Subpart 32.01—General 

§ 32.01–1 Incorporation by reference. 

(a) Certain material is incorporated 
by reference into this part with the ap-
proval of the Director of the Federal 
Register in accordance with 5 U.S.C. 
552(a). To enforce any edition other 
than that specified in paragraph (b) of 
this section, the Coast Guard must 
publish notice of change in the FED-
ERAL REGISTER and make the material 
available to the public. All approved 
material is on file at the U.S. Coast 
Guard, Office of Design and Engineer-
ing Standards (G-MSE), 2100 Second 
Street SW., Washington, DC 20593–0001 
or at the National Archives and 
Records Administration (NARA). For 
information on the availability of this 
material at NARA, call 202–741–6030, or 
go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. All material is 
available from the sources indicated in 
paragraph (b) of this section. 

(b) The material approved for incor-
poration by reference in this part and 
the sections affected are: 

American Bureau of Shipping (ABS) 

ABS Plaza, 16855 Northchase Drive, Houston, 
TX 77060 

Rules for Building and Classing Steel 
Vessels, 1989........32.15–15; 32.60–10; 32.65–40 

American Society for Testing and Materials 
(ASTM) 

100 Barr Harbor Drive, West Conshohocken, 
PA 19428–2959. 

ASTM D 4986–98, Standard Test Meth-
od for Horizontal Burning Charac-
teristics of Cellular Polymeric Ma-
terials............................................32.57–10 

ASTM F 1273–91 (1997), Standard Speci-
fication for Tank Vent Flame Ar-
resters ...........................................32.20–10 

[CGD88–032, 56 FR 35820, July 29, 1991, as 
amended by CGD 95–072, 60 FR 50461, Sept. 29, 
1995; CGD 96–041, 61 FR 50727, Sept. 27, 1996; 
CGD 97–057, 62 FR 51043, Sept. 30, 1997; USCG- 
1999–5151, 64 FR 67177, Dec. 1, 1999; USCG- 
2000–7790, 65 FR 58459, Sept. 29, 2000] 
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